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Pole Buildings
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“In order to succeed, your desire for success

should be greater than your fear of failure.”
-Bill Cosby



Pole Barns or Post Frame Buildings are extremely versatile. From
small garages and workshops to large warehouses, storage sheds,
farm shops, equipment sheds and more, S.K. Construction will
work with you to design and build the perfect pole barn building
for your needs. Pole barns & Post-Frame buildings allow for plenty
of options for the exterior and interior designs, so your pole

building looks exactly the way you want it to.

Pole Buildings from S.K. Construction are a very efficient and
economical way to construct a building. You'll save money right
upfront with lower labor and materials costs as compared to that
of a steel building. Our Pole Building construction is stronger

and more durable than conventional wood frame stick-built
structures. Pole Barns & Post Frame Structures are designed

to withstand almost anything the weather will bring on. Pole
buildings are engineered to be self-bracing, wind and weather
resistant, and built with the best materials and workmanship for

superior performance.



Please enjoy this portfolio presenting some of the buildings that
we have done in the past. We would be happy to serve you and are
pleased to be able to show additional projects upon request, or
give previous satisfied-customer referrals. To get in touch with an
S.K. Construction team member about your pole building plans,

or to request a estimate for your pole building project; please

contactusat(717) 365-3070.
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METAL

ABM Panel =8 valspar
28 Gauge Galvalume or Galvanized M

Dot (e) identifies colors also available in 26 Gauge Galvalume

Bright White (wH) Light Stone (Ls) Beige (8G) Clay (cL) Tan (Tn)

Bone White Bw) Ash Gray (Ag) Pewter Gray (Pc) Charcoal (cH) Bronze (8z)

Scarlet Red (sr) Barn Red (RD) Colonial Red (cr) Burgundy (su) Brown (BN)

*Patina Green (pa) *Avocado Green (av) Forest Green (FG)

*Gold (GL)

Evergreen (EG)

Slate Blue (sB) Gallery Blue (cB) *Dark Blue (pB) Black (8L) *Copper Penny (cr)
36"Wide Coverage - 9" Rib Spacing - %”High Rib ABM Pﬂl'lEl Pl'OfiIE (Acc)
| 38" !
‘ COVERAGE |
| 9" |

Jﬁ”

S iLL
AN
A

. MAGNIFICATION OF MAJOR RIB
There’s good reason why we’ve been Heat Forming : ’

for more than a decade!

The details matter... even if you need a microscope to see them. We
heat-form the ABM Panel to prevent microscopic cracking of the rust-
preventing paint coating as the panel is formed. Heating the panel
before bending temporarily softens the paint which allows it to flex as
the panel is formed and shaped.
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Cold-formed Panel

N7 e

Heat-formed Panel

Colors are as close as possible to actual colors, but may vary slightly from actual metal. Please request a free metal sample.
*Only available with Standard Panels



BUILDING OPTIONS

2',3"& 4’ Cupola Sizes Available

=

—
VENTED CUPOLA CUPOLAWITH STANDARD VENTED
W/WEATHER VANE WINDOW CUPOLA

P

SOLID INSULATED
FIBERGLASS ENTRY DOOR
WITH PANIC HARDWARE

ALUMINUM
DUTCH DOORS

SPLIT ROLL DOORS

CARRIAGE STYLE
DOORS

OVERHEAD DOOR
W/O WINDOWS

Il
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8'PLYWOOD & LINER
PANEL INTERIOR FINISH

10

PLYWOOD INTERIOR FINISH
WITH STEPS TO ATTIC SPACE

PLYWOOD WALLS/METAL
CEILING INTERIOR FINISH

DOUBLE BUBBLE
INSULATION

UP TO

12’ CANTILEVER ROOF

6’ X 2" FIXED WINDOW

OVERHEAD DOOR
W/WINDOWS

3'X4’ SIDE
SLIDER WINDOW

LINER PANEL METAL
INTERIOR FINISH



BUILDING STANDARDS

DOUBLE-ANGLE TRIM

9 LITE-FIBERGLASS
ENTRY DOOR

GLU-LAM POSTS

12" OVERHANG WITH STEEL 3-1/2" GARAGE
VENTED SOFFIT DOOR TRIM DETAIL

DOUBLE-HUNG 2'X 6" ALUMINUM
VINYL WINDOW BASEBOARD TRIM

Glu-Lam Post Benefits vs Regular Pressure-Treated Posts;

Stronger: Multiple members increase strength over solid sawn
members. Laboratory tested design values.

Dimensional Stability: GluLams have consistent dimensions, are
straighter and a available in longer lengths (up to 40’) than solid
sawn members. GluLams are also resistant to twisting, splitting
and checking.

Lightweight: Kiln Dried CCA lumber which allows finished post
to weigh approx. 40% less than similar sized treated solid sawn
member.

Safe: Structural adhesives mean nails and lags hold without split-
ting plys as with nail laminated columns, also no nails or plates to

damage saws. Untreated tops reduce exposure to CCA and allow
use of standard fasteners. (non-corrosive)

Economical: GluLams are competitive priced and do not carry
the high premiums for longer lengths as do solid sawn members.
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“INTHEENDIT'SNOT THE YEARS IN
YOURLIFE THAT COUNT.IT'S THE LIFE
IN YOUR YEARS."” -ABRAHAMLINCOLN

Construction .

7972 Route 25 « Spring Glen, PA 17978 « (717) 365-3070



